Gate Automation

..... an opening to

a brighter future....




Mhouse has developed a leading-edge range of products combining a
complete set of functions, ease of installation and use, and expandability
towards home automation applications.

A button and Mhouse will take care of the rest!
Upon initial activation, the self-programming
feature will search for the connected devices and
automatically adjust the stop positions: at that point
the system will just be waiting for your commands.

Easy for everyone

To make the purchase, installation and use of an
automated system that is reliable and easy to
maintain, accessible to as many people as possible:
Mhouse invests endless resources into research and
development to offer solutions thattransforminto
genuine advantages.

All the functions you need, but easy to select
and activate: dow/fast movement, partial opening...
allwith just one dick!

Style and substance

Mhouse has created a perfect Italian-style line of
products characterised by careful, efficient design,
so distinctive as to be always recognisable.

A good design is the basis of quality
Mhouse’s awareness to achieve the finest results is
revealed in every detail: cutting-edge technology,
hiah aualitv materials. meticulous finidh.

Only two wires!

This innovative Mhouse system, called ECSbus,
enables the connection of all the photo security
devices using only two wires.

To reduce the chance of errors even further,
ECSbus is polarity free, so that it is impossible to
mistake the order of the connections.

The exdusive technology developed by Mhouse
makes wiring much easier by drastically reducing
the number of wires to be laid, and allows you
to upgrade or expand the installation at any
time and any point by simply connecting two
additional wires.

Quick, foolproof connections
With the removable terminals, colour coded and
silkscreened for clearer identification.

Maximum safety
Ensured by the low voltage connections and the
automatic obstacle detection feature.

Ready for the future

Mhouse’s ECSbus System is compatible with
the most commonly used standards in the
domotics field,

Authorised Distributor:  Heritage Gates &

Fences

370 Heads Road , P O Box 414
Wanganui 4541

Ph 0800 428 37



WG1 - Kit for asingle gate welghing up to
250kg and 2m width.

Each Kit Contains:

1WGT 24vdc sisctromachanical gear motor with
d)estabio mounting brakats Induded

102 artemal control unitwith Integrated 433.020H:
varabiae coda recolvar

1TX4 Abuttonvadable code trarsmittars

1 KST  key-oparated sslador switch

1 PHT  pairotwal-mounted sulcgynchronized photocols

1FL1 d)estabie Nashing Hght, with buitt-In Serkal

WG1/02 - KIt for a single gate welghing up
to 250kg and 2m width,

Each Kit Contalns:

1WG1 24Vdc electromachanical gear motar with
adjustable mounting brackets Induded

TCLI  externalcontrol unit with Integrated 433 92MHz
varlabls coda recsivwer

1TX4 4 buttonvariatio code transmitters

WG10-Kitfor asingle gate welghingupto
400kg and 4.5m width.

Each XIt Contains:

1 WGTOslectromednanical gear motor with adjustable
maunting brackets induded

1 CL20 externalcontrol unitwith Intadrated 433 92MHz
varlable code raciver

2TX4 Aputtonvariable code transmitters

1K51  keyoperated solector switch

1PHT  pak ofwall-mountsd suosynchrontaed photocs s

1FL1 adjustabla flxhing Niaht, with buittdn aeral

WG10/02 - Kit for a single gate welghing
up to 400kg and 4.5mwidth.

Each Kit Contalns

1'WG10akctromachankal gear motor with adjustable
mounting brackats Induded

1 CL20 extemal controd unitwith intagrated 433.920MHz
vanable cods receivar

1 T4 Abutton vardablke code transmitters



WG2 - Kit for two-leaf gate welghing upto
250kg and 2mwidth each leaf.

Each Kit Contains:

1WGT 24vdc slectromachanical gear motor with
adpastable mounting brackets Inciuded

1<C12  exiemal control unitwith intograted 433 020MHz
wvarable cods recalver

27X4 Abutton vadabls coda traramittars

1KST  key-oparated sslactor sadtch

1PHE  pairofwsl-mountodsutogyrahroniedphotocels

1FL1 adpastable flashing ight, with bufit-in aerlal

WG2/02 - Kit for two-leaf gate welghingup
to 250kg and 2mwidth each leaf,

Each ¥t Contalns:

2WG1 24Vdc electromechanical gaar motor with
adjustable mownting brackets induded

102 externad controd unitwith Integrated 433.020Hz
variable code racaiver

1TX4 4 buttonvariabla code transmitters

WG20 - Kit for two-leaf gate welghing up
to 400kg and 4.5m width each leaf.

Each Kit Contalns:

2 WG10sioctromechanical gear mator with adjustabla
meunting brackets Induded

1CL20 extornal cortrol nitwi th intsgrated 433 02MHz
variable code mGiver

2TX4 4 buttcnvarisblae code transmitters

1KST  Kay-opsratod sakoctor switch

1PHT  par of wallmeuntod sutoayndreonized phatomls

1FL1  adjustabla fiashing light, with bulltdn aeral

WK2 - Kit for two-leaf gatewelghing up to
200kg and 1.8m width each leaf, also with
large pillars.

Each ¥it Contains:

2WK1 24Vdc slectromechanical gaar mators wih
meunting plate (2'WKA curved anthzhear arms)

102 external control unitwith integrated 433 020Hz
variable code recsiver

2TX4 4 buttonyariabie code transmitters

TKST  koy-cperated selector saftch

1PHT  pakr of wallmounted autoy ndworized phaotoxis

1 ALY adjustable fiashing light, with builtin 3edal

Sreckets an fncluded




WK2/02 - KIt for two-leaf gate welghing up
to 200kg and 1.8mwidtheach leaf, alsowith
large plllars,

Each Kit Contains:

2WKY 24vdc eloctromschanical gear motors with
mounting piate (2'¢XA curved anthshear arms)

102 axternal controld unitwith Intagrated 433.02MH:
varlablo cods recehver

1TH4 Aputtonvardablke code traremitiors

Bradhety and Sefty Jnchuded

WU2 - Kit for two-leaf gate welghing up to
200kg and 1.8mwidth each leaf.
Irstallatlon under the gate.

Eadh Kit Contalns:

I'WU1 2qVac electromechanical gear motors with
foundation'mounting plata and arme
[2'WUA stralght slotted arms)

102  sxtemal controf unitwith Intagrated 433 02VHIT
varable cods recalvar

174 Abutton varabk code traramitters

1 K51 key-operated selector switch

1PHT  parotwal y Jzodphotom)
1FL1 ) a fiashing light, with bulit-In asrtal
L e

WU2/02 - K1t fortwo-leaf gate welghingup
to 200kg and 1.8mwidth each leaf.
Irstallation underthe gate.

Each Kit Contains:

TWUT 24vac eloctromschianical gaar motors with
feundationmounting piats and arms
(2'#WJAstralght stottod arms)

102 wtemal control unitwith Integrated 433.020WH:
variabla cods recover

1 TH4 Abutton varable code traremitiors

Beadhetr and Sl Mncluced

WS2 - Kit for two-leaf gate welghingup to
200kg and 2m width each leaf, 1deal for
large piliars.

Each Kit Contalns

1 WS1C 290dc shactromach anl Gl Qearmotor with control
unlt, curved anti-zhaar ams, and Integrated
433 92NHz rocehver

1WST ekctromechanical gear motor without control
unit (curved antl-shoar ames Includad)

2 T4 Abutton varabk code traramitters

1 K51 key-operated selector switch

1 PHT  palrotwal-mounted Jutcsy nchroni zad phocomis

1FL 3 @ flashing light, with Buit-In asrial

Badhutr and edtr tnclodedd



WS2/02 - Kitfor two-leafgate welghingup
to 200kg and 2mwAdth each leaf, akowith
large pillars.

Each Kit Contain

1WS1C 2vdcalotromachanical gear motor with coatrol
unit, curved anthkshear anmea, and Integrated
433,020 Hz roceiver

1WS1 ekctromechanicl gear motor without control
unit (cursd ant-shaar ames induded)

1TX4 Abuttonvarable cods ranamitiors

Beacketr and boim inchuded

SL1 - KIt for sliding gate welghing up
1o 350kg.

Each Kit Containg

15U 24vdc slectromechanical gaar mator with
Integrated control unit, 433.92MHz varable
code racaiver, and mounting plats Included

2TX4 Abuttonvarabke code trangmitters

1KS1  key-operated selector switch

1PHT  parofwal-mounied autogyrehronized photocsits

T1FLY  adjustabls Nashing light, with bulit-in Serlal

Beackary and bol inchuded

$11/02 - Kit for diding gate welghing up
to 350kq.

Each Kit Contains

15LY 24vdc slectromechanical gear motor with
Integrated control unit, 433.92MHz varable
code receiwar, and mounting plats Included

1TX4 Abuttonvarable cods ransmitiors

Beacketr and bole inchuded

SL10 - Kit for sliding gate welghing up
1o 500kg.

Each Kit Containg

15010 24vdc slectromechanical gaar mator with
Integrated control unit, 433.92MHz varable
code racaivwer, and mounting plats Included

2TX4 Abuttonvarablke cods tranamitiers

1KS1  key-operated selactor switch

1PHT  parotwal-mounied autogrehronioed photocsits

1FLY :?usttb flashing light, with bulit-in serlal

Beackary and bolt inchuded




TX4 - Remote 4 Channel

\ Y,

R2 - Receiver 2 Chann

SL1500 - Motor forautomation of an industrial
diding gate welghing up to 1500kg.

Utilisation Limits
MaxLsafwelght kg 1500 \iork Cyde (w) 40
Working Rrg () -20=450  Sposd fmal 0,15

Long-asting and quist, metal and bronze aloy gears.
Stundy, ezsy to use, Nl die-caat duminium, koy Sparated
unkock system, complets with svtch to ot opseation.
Protected acternal mounting makes retallation oasy.
Functicrally and safety; programmabls, ekctronk brake
which pravents gata Insrtia:ventiatad motor to Increase
wark cpde sffidency; donaoan passible.

Iroverdble aledromednanical 230Vac gear motor, with
surface mountad, bulltdn control uni, eectronlc clutch.

TX4 - Transmitter.
433.920MHz 4 varlatle rolling code buttons transmitter

Total ecurity ansared by tha variable codawith 18 Blllion
bitloncomiinations! Undonatie: thecodevareswitheach
tramamisson ccording to an Jgorithum that masks the
code and does not show any raiation with the fallowing
ones, whichcan cnly be recognissd by the Mhousa recetwer:
the same techrology used in antitheft systems.

Comvenlence: four keys for control of 2 many devices,
transmisdon confirmation LED, key ring eyelat Very
aonamous and lightwalght with two 3V ITthlum batteres

R2 - Radlo recelver.

Pro-wired rocedvar. 2 rolling code outputs with 433.020HI
trarsmission frequendy and ssif-leaming function

Technical Characteeistics
Froquancy oMzl 4|2 Ouputs 2
Mamory (ra. of trammitten) 255 \ialght fg) 55
DIMeO NS (merd BEX57322h

POWSr SUpply bacvdd 1224

Convenlence: programming key far transmitter
momon ation. Remote code memontsation ueng an authorked
tranamikter. ALED contirme that the tranam tier Boperational.
The cobur<oded terminas enable gudk, amor-praof
connacticns. This uniersal necaher can ko ba used with
presadsting automations. Two cutputs for control of a3
mary devices, which cn bs fresly linked to any key on
tha transmittse.

DS1- Dightal switch,

13-key digital switch programmahble code, via radio,
battery power supply

Tedhnical Spacifications

Froquancy ouns) 433.92 = 100KH

Radio ceding roling code S4bit

Range (m) 10 35 If inskda bulldings

Power supply SVdcwith 2 CR2430 type
Iithium batterfes

Bartary IIfe (ue) 2yrswith 10tranemizdons pday

No. of figune combination from 1. 10

Protoction rating G e

Dimen sons (memd 6509533

Weight (g) 260



PH1 & PHO- Photocelk,

PH1 - Par of wall-mounted autesyndyonined photocsls
PHO - Comventicnal non ECSELE photocstis to sult non
Mhouse equipment

Techinical Charactoristics

PHT power supply  Provided directly by'tha ECSB LS spstom
PHO power supply  Standard 12-24Vacvac

Protaction class 60 S5

Common Foatures

Maxdmum souity. dodrona protecisd by 2 scond plastic
enclosure 1o prevent damage during Instalistion. The
antdazde drcult protects you from blinding glarss ganerated
by tha sun or other powseul light sources.

Convanlerca vwary dmpls alignment thanksto the LED dgnad
with proportional flazhing.

Sturdinass codra thick polycarbonate body.

PTS0 - Post mounted photocelis.
Palr of 435mm high posts, with a pre-assemilad photocs!|

on each
TechniGl Characteristics
Power supply Provided directly by the ECSBus system

Protection class dn SS

Sturdy and ¢legant made of profiled Juminium with
polycrborate fronk and shodcresbtant bass.
Cormanlenca: very simpk 3karment thanks to the LED dgnal
with proparticnd flashing Comvunient jumpers forsaledtion
of tho required functicn.

Macmum scurtty: slectronks protected by 3 second plastic
enclosurs to provent damage durng instadiadon The
antidaczie drauit protedts you from binding mmvam
by'th e sun or cther Mlgm_ﬁomsu ofor Mhowsa
systame of 3rw oq since up to 7 palrs of photoxls can be
Instaded without wonying about thakr prosdmity,

PT100 - Post mounted photocells.

Pair of 945mm high ports, with two pre-asismblod
photocels on each

Technical Characteristics
Power supply Provided drectly by the ECSBus sygem
Protecticn dassan 55

Sturdy and slegant made of profiled Juminium with
polycrborate frork ard shodir esktant base.
Comvenienca:vary simpk Jignmant thanks to the LED dgnal
With proporticna flaghing Comanisnt Jumpers for safodion
of the required function.

Maimum scurtty: shactronics protectod by 3 seccnd plastic
endosurs to pravent damage during instaliadon The
antdazzie drasit protects you from bindng gl resgense atod
bythe sunce Wwppcmmglgmmswalef« Mhouwza
systame of ary e sirce up to 7 palrs of photals Gn to
Irctaled withoutwomying abouk e prood mity,

KS1 - Key-operatad selector switch,

Key-oparated sstackor switdh, surface mounted

Exgy Ingaltatione the colour<oded terminals, aach of which
Idontifes 2 set, snabke quick, errorprootf connections,
Comvenienca: LED heips locate the seloctor swttch éven In
total darkness. Equipped with two metal keys Possiblity
of commanding o differsat functions aszodated with
ths tuming direction of the kay.

Security: elactronic protectsd by 3 second plasti
onchosure t pravent damage during Iratfiation.
Sturdiness: sutra thick polycarbonate body.

Protection dass: IPSS.

PH1 & PHO - Ph

\_ PH1 PHOJ.‘

PT50 - Post Mounted Photocells

. A

\. J







